e 65" DIA.

55" DIA.

[ 50”7 DIA. X 15" o]
SETTLEMENT

SPECIAL EXCAVATION (205 C.Y.)

| 5 HIGH SOIL CAP FROM
}
| EXISTING GRADE

30" DIA.

20" DIA.

i
15° DA x 10' |
e SETTLEMENT 4 3’ HIGH SOIL CAP FROM SPECIAL

EXCAVATION (26 C.Y.)

EXISTING GRADE \

;
o5 CA=6 FILL (110 TONS)
\~SPECIAL EXCAVATION LIMITS (36 C.Y.)
EXCAVATE THE SHAFT UP TO 15 BELOW
SURROUNDING GRADE OR AS DIRECTED
BY THE ENGINEER TO A STABLE BASE
65"
UNKNOWN FILL MATERIAL
% mOAL SEAM 5.5 THICK

NOTE: REMOVE ALL TRASH AND DEBRIS
FROM SHAFT TO A DEPTH OF 15’ TO
STABLE EXISTING FILL OR AS DIRECTED
BY PROJECT ENGINEER.

/é\ RIVERSIDE SHAFT FILLING DETAIL
7 NOT TO SCALE

Inois

State of i

Department of Natural Resources

5
B
20’
CA-6 FILL (1,109 TONS)
1557 \SPECIAL EXCAVATION LIMITS (224 C.Y.)
EXCAVATE THE EXISTING JUNK FILLED
SHAFT UP TO 20’ BELOW SURROUNDING
GRADE OR AS DIRECTED BY THE
/ ENGINEER TO A STABLE BASE
135°
UNKNOWN FILL MATERIAL
55 M MOAL SEAM 5.5’ THICK
NOTE: REMOVE ALL TRASH AND DEBRIS
FROM SHAFT TO A DEFTH OF 15’ TO
STABLE EXISTING FILL OR AS DIRECTED
BY PROJECT ENGINEER.
/A NEW HILLTOP MINE SHAFT FILLING DETAIL
r
7/ NOT TO SCALE
30" DIA.
1 20" DIA. |
I
15 DA x 1|
o SETREMENT_ )| 3 HIGH SOIL CAP FROM SPECIAL
EXCAVATION (26 C.Y.)
i EXISTING GRADE
5 3 - A\
$ L6 S
20’ = A—6 FILL (146.6 TONS)
S
187" \_
SPECIAL EXCAVATION LIMITS (75 C.Y.)
EXCAVATE THE SHAFT UP TO 20° BELOW
SURROUNDING GRADE OR AS DIRECTED
BY THE ENGINEER TO A STABLE BASE
168’
UNKNOWN FILL MATERIAL
6 % %’EOAL SEAM 5.5’ THICK

NOTE: REMOVE ALL TRASH AND DEBRIS
FROM SHAFT TO A DEPTH OF 20° TO
STABLE EXISTING FiLL OR AS DIRECTED
BY PROJECT ENGINEER.

/é\ WABASH C.C. NO. 2 SHAFT FILLING DETAIL
\7/ NOT TO SCALE

NOTE:

DUE TO THE UNKNOWN CONDITIONS THAT EXIST IN AND AROUND
THE SHAFTS, THE CONTRACTOR SHALL USE EXTREME CAUTION
WHEN PERFORMING WORK NEAR THEM. THE ENGINEER RESERVES
THE RIGHT TO INCREASE OR DECREASE THE QUANTITY FOR
SPECIAL EXCAVATION AND BACKFILLING MATERIALS AS DETERMINED
BY THE EXACT CONDITIONS ENCOUNTERED DURING SPECIAL
EXCAVATION.

—— 5" DIAMETER BRASS TABLET
TO BE ANCHORED AND SET
IN CONCRETE

~—-—— BRASS TABLET PROVIDED
BY LD.N.R.

CRADE ELEVATION

TUBULAR CONCRETE FORM
3" INSIDE DIAMETER
FORM TO REMAIN IN PLACE

CLASS S| CONCRETE
(APPROX. 1 C.Y.)

SOIL. AT BASE OF HOLE
TO BE TAMPED

/D MINE OPENING MARKER DETAIL

\U NOT TO SCALE

EXACT LOCATION TO BE SET BY ENGINEER

New Hilltop Mine Group
Group Reclamation Project

AML-GMnE-0706
Menard County
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